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STEADY 212250

1100

Follow us on

Scan our QR code with your 
smartphone

Don’t forget to always use 
original IEMCA spare parts to 
have maximum performance

Technical characteristics

Round bar dimensions ø Min 2 mm 
(5/64")

ø Max 12 mm 
(15/32")

Hexagonal bar dimensions 
(socket wrench)

ø Min 2 mm 
(5/64")

ø Max 10 mm 
(13/32")

Magazine capacity 20 bars

Working axis height 900-1200 mm

Max remnant length 300 mm

Installed power 350 W
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Dimensions (mm) 25 30

L 3194 3699

Amax 2500 3000

Amin 1000 1000

B 2562 3077

H 925-1275* 925-1275*

A=bar length
(*) For greater heights, contact your closest Iemca dealer.

The Steady 212 can be 
configured also for working 
1mm bars. Contact IEMCA for 
further information.
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The STEADY 212 is an automatic bar feeder able to machine bars from 2* to 12 mm, ideal 
to work with swiss type lathes, for bar lengths from 1000 to 3000 mm. The Steady 212 is 
an high-performance barfeeder, easy to use and extremely stiff. It has been designed 
to select accurately thin bars and to be of universal usage. Thanks to its precision, this 
barfeeder is ideal for small diameters in particular.

Strong points
Simple. The pilgrim step magazine is the optimal solution for the management of 
thin bars and it ensures the maximum reliability during the bar loading phase. The 
bar insertion/remnant extraction system is completely self-adjusting. The new HMI 
allows the operator to monitor the barfeeder in real time.
Stable. The basaments stiffness and the Iemca universal standard floor fixing 
ensure a perfect alignment with the lathe. The electromechanical syncro device 
ties the barfeeder rigidly to the lathe regardless of the headstock speed or the bar 
thinness.
Accurate. It is possible to work thin bars with the maximum reliability thanks to 
the possibility of controlling the feeding motor torque very smoothly. Also the bar 
guiding elements are all designed for achieving a very high precision.

STEADY 212, 
your solution
for thin bars!

The data in this catalogue are not binding. IEMCA reserves the right to make changes at any time.

Simple

The possibility of adjusting the feeding motor torque very smoothly 
avoids the bending of bars of every diameter.

Accurate

∅ 2 / 12 mm

The bar selection system is very precise and the operator’s intervention is 
never needed when the bar diameter changes.

Thanks to the additional magazine, loa-
ding thin bars in the pilgrim step magazi-
ne is much easier.

The self-centering knives reduce the retooling time to a minimum.
The mechanical bar insertion device prevents the bending of bars, even 
the thinnest ones. 

The Iemca universal standard floor fixing allows to precisely adjust the 
alignment with the lathe and ensures its long durability.

The Steady 212 is a fully mechanical barfeeder. For thin bars manage-
ment it represents the best solution for achieving the maximum rigidity 
and reliability.

Stable

STEADY 212

(*) Depending on the application, it is possible to work also 1 mm bars.

The patented PU guide channel drives 
the bar very precisely. The lubrication 
oil ensures the maximum accuracy du-
ring the barpusher movement, avoi-
ding frictions.
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